Article: Evaluation of Ultraviolet Filtration by Glazing and Display Case Materials
(Abstract)
Author(s): Morgan Simms Adams, Steven Weintraub, and Hannelore Roemich
*Topics in Photographic Preservation, Volume 15.*
Pages: 60
Compiler: Jessica Keister
Under a licensing agreement, individual authors retain copyright to their work and extend publication rights to the American Institute for Conservation.

*Topics in Photographic Preservation* is published biannually by the Photographic Materials Group (PMG) of the American Institute for Conservation of Historic & Artistic Works (AIC). A membership benefit of the Photographic Materials Group, *Topics in Photographic Preservation* is primarily comprised of papers presented at PMG meetings and is intended to inform and educate conservation-related disciplines.

Papers presented in *Topics in Photographic Preservation, Vol. 15*, have not undergone a formal process of peer review. Responsibility for the methods and materials described herein rests solely with the authors, whose articles should not be considered official statements of the PMG or the AIC. The PMG is an approved division of the AIC but does not necessarily represent the AIC policy or opinions.
Abstract: Evaluation of Ultraviolet Filtration by Glazing and Display Case Materials

Morgan Simms Adams, Steven Weintraub, and Hannelore Roemich

Presented at the poster session of the 2012 AIC Annual Meeting in Albuquerque, New Mexico.

The UV-filtration properties of over 20 samples of currently available glazing and display case materials are evaluated and the results of two methods for measuring UV filtration are compared. Materials examined include samples of glass, acrylic, polycarbonate, and polystyrene sheets in various thicknesses; materials advertised as “UV-filtering” or “museum grade” are compared to similar materials not designated “UV-filtering.” The two methods for the evaluation of UV filtration are with a UV-visible spectrophotometer and with an Elsec 764 UV meter. In both cases, a tungsten-halogen source with an enhanced UV output was used as the light source. The spectrophotometer was used in transmission mode, where the unfiltered light source was normalized at 100% transmission. This provided information on wavelength-specific filtration properties of the tested materials. The Elsec 764 UV meter provided output as microwatts/lumen. The samples examined are rated as excellent, moderate, and poor UV filters; comparison of the different types of glazing and display case materials reveals that effective UV filtration is available in polycarbonate, acrylic, and glass sheets.

Morgan Simms Adams
Pine Tree Foundation Fellow
Thaw Conservation Center, Morgan Library & Museum
New York, New York, USA

Steven Weintraub
Art Preservation Services
Long Island City, New York, USA

Hannelore Roemich
Conservation Center, Institute of Fine Arts, New York University
New York, New York, USA

Papers presented in Topics in Photographic Preservation, Volume Fifteen have not undergone a formal process of peer review.